* ADMOTECH Cavity Filter(1,880 MHz ~ 1,920 MHz)
cccccccc ADVANCED MOBILE TECHNOLOGIES ADBF 1 900/40-A2

Features
e Cavity Band Pass Filter (1,880 MHz ~ 1,920 MHz)
e Very compact size and low weight

e Typical 0.5 dB Insertion Loss

Specifications
Parameter Specifications Remarks
Frequency Range 1,880 ~ 1,920 MHz BW : 40 MHz
Center Frequency 1,900 MHz
Insertion Loss (Max.) 0.7 dB
Pass Band Ripple (Max.) 0.3dB
Return Loss (Min.) 18.0 dB

60 dB @ DC ~ 1,820 MHz
60 dB @ 1,980 ~ 6,000 MHz

Rejection (Min.)

In/ Out Impedance 50 Q

Handling Power (Max.) CW 100 W

Operation Temperature Range -20C ~+80 C

Dimensions 89 * 50 * 27 mm Exclude Connectors
Connector SMA (Female)

Outline drawing
4-$3.0 Hole THRU

30.0
30.0

50.0

20.0
20.0

16.0

27.0 Max. |

Units : mm, Tolerance : +/- 0.2 mm
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Typical Response
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1 1300 -0.43792dB
2 1380 -0.55013dB
3 1920 -0.58983 dB

Status  CH1: B21 C 2Port LCL
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Status  CH1: 521 C 2-Port LCL
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